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Legal Description:

As per Waranty Deed Recorded in Book 4373 Page 600

Commencing at the Northeast Corner of said Section;

Thence S 89°42'04" W a distance of 1089";
Thence S 0°03'51" E a distance of 400";

Part of the Northeast Quarter (NE/4) of Section Fourteen (14), Township Ten (10) North, Range Four (4) West of
the Indian Meridian, Oklahoma City, Cleveland County, Oklahoma, Being More particularly described as follows:

Thence S 0°03'51" E along the East line of said Section, a distance of 2255.46' to the Point of Begining;

Thence N 89°42'04" E a distance of 1089' to a point on the East line of said Section;
Thence N 0°03'51" W along the East line fo said Section a distance of 400" to the Point of Begining.
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GENERAL NOTES:

ALL REQUIRED HANDICAP ACCESSIBLE ITEMS TO COMPLY WITH
AMERICANS WITH DISABILITIES ACT AND ARCHITECTURAL BARRIERS
ACT ACCESSIBILITY GUIDELINES.

THE CONTRACTOR SHALL NOT USE ANY LEAD-BASED PAINT OR ASBESTOS
CONTAINING MATERIAL ON THIS PROJECT

THESE CONTRACT DOCUMENTS INCLUDING BUT NOT LIMITED TO THE
DRAWINGS, PROJECT MANUAL AND ANY SUBSEQUENT ADDENDA ARE
ISSUED AS A "WHOLE" AND SHALL BE BID AS SUCH. EACH DISCIPLINE /
SUBCONTRACTOR SHALL REVIEW THE ENTIRE SET OF CONTRACT
DOCUMENTS AND INCLUDE APPLICABLE WORK IN THEIR BID REGARDLESS
OF LOCATION WITHIN THE CONTRACT DOCUMENTS. REVIEWING ONLY
PORTION OF THE CONTRACT DOCUMENTS SHALL NOT ABSOLVE THE
CONTRACTOR OR SUBCONTRACTOR OF THE REQUIREMENT TO PERFORM
THE WORK OF THEIR RESPECTIVE DISCIPLINES.

LOCATIONS OF EXISTING BUILDINGS, SITE FEATURES, & UNDERGROUND UTILTIES
HAVE BEEN OBTAINED FROM EXISTING AVAILABLE SOURCES. THE CONTRACTOR
IS TO FIELD VERIFY EXISTING LOCATIONS PRIOR TO STARTING CONSTRUCTION
AND NOTIFY THE ARCHITECT IMMEDIATELY IF ANY EXISTING BUILDING &/OR SITE
FEATURE CONFLICTS W/ THE NEW CONSTRUCTION.

THE CONTRACTOR SHALL VERIFY ALL EXISTING SITE UTILITIES AND PROTECT
DURING CONSTRUCTION. COORDINATE NEW UTILITY REQUIREMENTS WITH
APPLICABLE UTILITY COMPANIES (WATER, GAS ELECTRICITY, SANITARY SEWER,
TELEPHONE, CABLE, SITE DRAINAGE AND OTHERS AS REQUIRED). COMPLY WITH
ALL APPLICABLE REGULATIONS. INCLUDE ALL CONNECTION FEES AND OTHER
CHARGES IN BID.

REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR UTILITY INFORMATION.

REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL
REQUIREMENTS AND CONCRETE TO BE PROVIDED BY CONTRACTOR.

GENERAL CONTRACTOR TO VERITY LOCATIONS OF EASEMENTS, ENCUMBRANCES
AND SET BACKS PRIOR TO STARTING CONSTRUCTION

CONFLICTS BETWEEN DRAWINGS AND SPECIFICATIONS SHALL BE BROUGHT TO ARCHITECTS
ATTENTION. FAILURE TO BID ITEM(S) NOTED ON DRAWINGS AND OMITTED FROM
SPECIFICATIONS DOES NOT REMOVE RESPONSIBILITY TO PROVIDE AND INSTALL SUCH.

GENERAL CONTRACTOR SHALL PAY "FEE IN LIEU OF DETENTION POND"
AS REQUIRED BY THE CITY OF OKLAHOMA CITY & INCLUDE
ALL APPLICABLE FEES / PAYMENTS IN BID.

13. SIZES OF HOUSEKEEPING PADS AND BASES FOR MECHANICAL EQUIPMENT ARE APPROXIMATE. CONTRACTOR SHALL VERIFY EXACT LOCATION AND REQUIRED SIZE OF

16. PROVIDE AND INSTALL ACCESS PANELS, WHERE REQUIRED BY BUILDING CODE OR FOR THE PROPER OPERATION OF MECHANICAL OR ELECTRICAL EQUIPMENT, AND AS
SHOWN ON THE DRAWINGS. CONTRACTOR SHALL COORDINATE SIZE, LOCATION, AND TYPE OF ACCESS PANEL WITH OTHER CONTRACTORS' WORK AND RECEIVE APPROVAL
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21. THE SPECIFICATIONS AND ALL CONSULTANT DRAWINGS ARE SUPPLEMENTAL TO THE ARCHITECTURAL DRAWINGS. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO
COORDINATE WITH THE ARCHITECTURAL DRAWINGS BEFORE THE INSTALLATION OF ANY OF THE CONSULTANTS' WORK AND TO BRING ANY DISCREPANCIES OR CONFLICTS
TO THE ARCHITECT'S ATTENTION FOR CLARIFICATION. IMPROPERLY INSTALLED WORK SHALL BE CORRECTED BY THE CONTRACTOR AT NO EXPENSE TO THE ARCHITECT, HIS

CONSULTANTS, OR THE OWNER.

22. THE ARCHITECTURAL DRAWINGS ARE A PART OF A LARGER SET OF DRAWINGS WHICH, WHEN COMPLETE, CONSISTS OF ALL DRAWINGS LISTED BY THE INDEX OF
DRAWINGS. THE WORK DESCRIBED BY THE DRAWINGS OF ANY ONE DISCIPLINE MAY BE AFFECTED BY THE WORK DESCRIBED ON DRAWINGS OF ANOTHER DISCIPLINE AND
MAY REQUIRE REFERENCE TO DRAWINGS OF ANOTHER DISCIPLINE. PARTIAL SETS OF DRAWINGS SHALL NOT BE DISTRIBUTED AND UTILIZED BY THE CONTRACTOR. IT IS THE
CONTRACTOR'S RESPONSIBILITY TO REVIEW AND COORDINATE THE WORK OF ALL SUBCONTRACTORS, TRADES, AND SUPPLIERS WITH THE REQUIREMENTS OF THE
CONTRACT BEFORE COMMENCING CONSTRUCTION AND TO ASSURE THAT ALL PARTIES ARE AWARE OF ALL REQUIREMENTS, REGARDLESS OF WHERE THE REQUIREMENTS

OCCUR IN THE CONTRACT DOCUMENTS.

23. THE ARCHITECTURAL DRAWINGS ESTABLISH AND COORDINATE THE FINISHED APPEARANCE AND EXACT LOCATIONS OF ALL EXPOSED ELEMENTS OF THE WORK,
INCLUDING THAT WORK WHICH IS ILLUSTRATED PRIMARILY ON DRAWINGS OF OTHER DISCIPLINES. LOCATIONS SHOWN ON OTHER DRAWINGS ARE SCHEMATIC, UNLESS
OTHERWISE NOTED ON THE ARCHITECTURAL DRAWINGS. THE ARCHITECTURAL DRAWINGS TAKE PRECEDENCE FOR THE FINISHED APPEARANCE AND EXACT LOCATION OF
ALL PARTS OF THE WORK. [EXCEPTIONS: DIMENSIONED LOCATIONS SHOWN ON DRAWINGS OF OTHER DISCIPLINES SHALL GOVERN ONLY WHERE: (A) SPECIFICALLY AND
INDIVIDUALLY INDICATED BY SYMBOL, KEYED NOTE, OR NOTATION ON THE ARCHITECTURAL DRAWINGS. (B) OCCURRING WITHIN A ROOM OR OTHER IDENTIFIED SPACE FOR
WHICH ARCHITECTURAL SHEET OR SCHEDULE NOTES INDICATE THAT DIMENSIONS PROVIDED ELSEWHERE SHALL GOVERN,]

24. WORK NOT SPECIFICALLY INDICATED ON A PART OF THE DRAWINGS BUT REASONABLY IMPLIED TO BE SIMILAR TO WORK SHOWN ON THE DRAWINGS IN CORRESPONDING
AND OTHER PLACES SHALL BE CONSTRUCTED SIMILARLY.
25. PROVIDE FIRE EXTINGUISHERS WITH A RATING OF NOT LESS THAN 2A WITHIN 75 FOOT TRAVEL DISTANCE TO ALL PORTIONS OF THE BUILDING. PROVIDE PORTABLE FIRE
EXTINGUISHERS AS THE BUILDING IS CONSTRUCTED.
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