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PROTECT ALL EXISTING PAVING TO REMAIN. CONTRACTOR
TO REPAIR / REPLACE ALL DAMAGED PAVING - MATCH EXISTING.
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DEMOLITION NOTES:
GENERAL NOTES: <1>> DEMOLISH EXISTING CONCRETE SIDEWALKS TO LIMITS <7>> DEMOLISH EXISTING CONCRETE FLUME TO LIMITS
1L GRADE. & PREPARE ALL EXCAVATED 6 ALL SALVAGEABLE ITEMS TO REMAIN OWNER'S INDICATED. FILL & COMPACT VOIDS & PREPARE FOR INDICATED. FILL & COMPACT VOIDS & PREPARE FOR
: _ _ CLASSROOM ADDITION. WHERE APPLICABLE, PROTECT CLASSROOM ADDITION.
AREAS TO RECEIVE NEW SITE FEATURES. PROPERTY & SHALL BE STORED OR DISPOSED OF
6 PER OWNER'S INSTRUCTIONS EXISTING CONCRETE CURB TO REMAIN. REPAIR / REPLACE
CONTRACTOR TO VISIT SITE PRIOR TO PREPARING BID, . ANY CURB DAMAGED DURING CONSTRUCTION W/ NEW <g>> DEMOLISH EXISTING CONCRETE STOOP & PREPARE SUBSTRATE TO
w /m\_,m\_m_mw mw_ﬂ_qzm%wmq_,mom_m%%b\_m&%_._mm.m?_,%%o_q_oZ>r 7. CONSTRUCTION SHALL MEET ALL APPLICABLE CODES, TO MATCH EXISTING. RECEIVE NEW CONCRETE SLAB
ORDINANCES, REGULATIONS & STANDARDS REQUIRED REMOVE EXISTING SOFFIT AND FRAMING, PREPARE AREA TO RECEIVE
INCLUDED IN THESE DOCUMENTS SHOULD BE BY THE CITY OF OKLAHOMA CITY, OKLAHOMA. <2>> THE CONTRACTOR SHALL FIELD VERIFY, INVENTORY & REMOVE <> . _
BROUGHT TO THE IMMEDIATE ATTENTION OF ANY SPRINKLER SYSTEM HEADS, PIPING & ASSOCIATED ITEMS NEW/GYP. BD. CEILING, RE: AT03
THE ARCHITECT AND INCLUDED IN THE BASE BID. ,
S LIRENENTS OF THE A R GRS ) BISABILITIES WHICH INTERFERE W/ THE NEW BUILDING ADDITION. THE 70> REMOVE ALL EXISTING WALL MOUNTED TEMS TO BE SALVAGED.
mwm%%xc_nmwmmmm_mﬂoxw«_w_Mm mr_mm%_\/o_nm w ACT INCLUDING ANY SUPPLEMENTAL REQUIREMENTS BY CONTRACTOR SHALL MODIFY REMAINING SYSTEM AS NECESSARY RE: ELECTRICAL & COORDINATE W/ ARCHITECT & OWNER.
FROM THE BEST AVAILABLE SOURCES. THE THE CITY OF OKLAHOMA CITY, OKLAHOMA. e e ey |\ TO PROPER WORKING <41> REMOVE EXISTING TREE & ROOT SYSTEM. FILL VOID
CONTRACTOR SHALL FIELD VERIFY ALL EXISTING ORDER COORDINATE W/ ARCHITECT. |
CONDIIGNS PRIGR T6 COMMENGING TWORK & 9. CONTRACTOR SHALL COORDINATE ACCESS TO SITE W/ OWNER & COMPACT.
PRIOR TO STARTING WORK. OBTAIN APPROVAL FROM OWNER FOR va DEMOLISH EXISTING CONCRETE MOW STRIP TO LIMITS
COORDINATE W/ ARCHITECT. ON-SITE MATERIAL STORAGE. ETC. CONTRACTOR SHALL INDICATED. FILL & COMPACT VOIDS & PREPARE FOR @ DEMOLISH EXISTING CURB & GUTTER AND ASPHALT PAVING AS
CONTRACTOR IS TO FIELD VERIFY ALL EXISTING PROVIDE PROPER SEPARATION BTWN. WORK & STUDENTS. CLASSROOM ADDITION. WHERE APPLICABLE. PROTECT m%%m_www“,\_ qmﬁvrﬁ_v__,\_q__wmz_z&_mumﬁmﬂvwrr_% wmmzwmmﬂm,\owww _m ﬂmﬂExm FOR
ADIUST ACGORDINGLY AS DIREGTED BY THE. 10. COORDINATE LOCATION OF CONSTRUCTION FENCE W/ ARCHITECT EXISTING CONCRETE MOW STRIP TO REMAIN. REPAIR / REPLACE CONCRETE CURB TO REMAIN. REPAIR / REPLACE ANY CURB DAMAGED DURING
ARCHITECT, & OWNER PRIOR TO STARTING WORK. RE 10500 FOR EROSION A paoiy STAL DAMAGED DURING CORSTRUCTION W/ NEW CONSTRUCTION W/ NEW TO MATCH EXISTING. E: C300 FOR NEW PAVING
DURING ALL EXISTING UTILITY REVISIONS - TEMPORARY | <43> REMOVE EXISTING CREPE MYRTLE'S & REINSTALL ONE (1) - AS SELECTED
SERVICE IS TO BE PROVIDED @ ALL EFFECTED BUILDINGS. AAV CAREFULLY REMOVE EXISTING CANOPY SYSTEM & STORE AS DIRECTED BY ARCHITECT AS INDICATED.
BY ARCHITECT. TO BE REINSTALLED AT NEW LOCATION, RE: A201, PROVIDE
MATERIALS ARE REQUIRED FOR A COMPLETE INSTALLATION <14> REMOVE EXISTING " MONKEY GRASS" TO LIMITS INDICATED
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